
HIKARI CO.,LTD
LTK3-160W LED light Main technicail parameters：
	Input voltage
	AC85V-265V
	Product Image

	Power frequency
	50HZ-60HZ
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	Total harmonic distortion
	≤9%
	

	Power Factor
	＞0.98
	

	LED voltage
	DC30-36V
	

	LED quantity
	2PC
	

	LED Power
	160W
	

	Total system power consumption
	176W
	

	LED luminous efficiency
	90-100LM/W
	

	LED initial flux
	Warm White      13612LM
	Figure dimensions

	
	White   15250LM
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	Luminaire efficiency
	＞93%
	

	Average intensity
	Height 6M
	＞62LUX
	

	
	Height 8M
	＞36LUX
	

	
	Height 10M
	＞24LUX
	

	Spot area
	Height 6M
	11*11M
	

	
	Height 8M
	15*15M
	

	
	Height 10M
	18*18M
	

	Illumination uniformity
	＞0.7
	

	Correlated Color

Temperature
	Warm White
	2700K-3300K
	

	
	White
	5000K-6000K
	

	
	
	
	

	
	
	
	

	Color Index
	Warm White
	Ra＞78
	

	
	White 
	Ra＞85
	

	Distribution curve
	Symmetric / rectangular beam
	

	With optical methods
	Secondary LED+ reflector with light
	

	LED junction temperature rise
	≤75℃
	

	Operating temperature
	-40℃——+55℃
	

	Storage temperature
	-25℃——+65℃（25℃Best）
	

	Protection class
	IP65
	Distribution curve

	Protection class
	＞50000H
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	Power cable
	Brown
	L FireWire
	

	
	Blue
	N Zero line
	

	
	Yellow or green
	G Ground
	

	Lamp shell color
	Black
	

	Certification, certificate
	CE Rohs
	

	Product NW / GW
	11.1Kg/12.4Kg
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